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High-speed interferometric FBG
interrogator with dynamic and absolute
wavelength measurement capability
Marcus Perry, Philip Orr, Pawel Niewczas, Members, IEEE, and Michael Johnston
Abstract—A passive, interferrometric wavelength demodula-
tion technique has been extended to measure the absolute
wavelengths of a multiplexed array of fiber Bragg grating sensors.
The scheme retains its original strain resolution of 10 nε/
√
Hz.
A proof-of-concept interrogation system was able to determine
the absolute wavelength of Bragg peaks to within 20 pm (17
µε). Static and dynamic Bragg grating strains were accurately
demodulated in both absolute and relative wavelength measure-
ment modes. This demonstration indicates that interferometric
techniques are able to provide absolute, static and dynamic
measurements of strain within a single platform.
Index Terms—fiber Bragg gratings, interferometric, interroga-
tors
I. INTRODUCTION
F IBER Bragg gratings (FBGs) offer reliable, wavelength-encoded measurements of strain-inducing parameters, that
are immune to the interference and intensity fluctuations which
plague many conventional electronic and optical transducers
[1]. Their small, non-intrusive size, light weight and chemical
inertness make them highly desirable for monitoring within
civil, aerospace, energy and power engineering sectors [2].
One of the major strengths of FBGs is their ability to
form quasi-distributed sensor networks. To take advantage
of this, interrogators need to be able to measure and track
the reflected peak wavelengths from a multiplexed array.
Common methods involve actively scanning wavelength filters
to allow the interrogator to map the spectrum, identify and
then track peak locations [3]. However, interrogators based on
passive interferometry are usually able to provide a far higher
resolution, so it is of interest to develop these schemes further
[4].
In previous work, we combined a passive, robust, interfer-
ometric wavelength-demodulation technique with fast optical
pass-band switching to rapidly interrogate a multiplexed FBG
array [5]. Static and dynamic strain resolutions as high as 1
nε and 10 nε/
√
Hz were achieved respectively [6], but due
to the periodic nature of interferometer phase, these schemes
were only able to measure relative changes in the wavelength
of each sensor after the system was initialised.
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In this article, we demonstrate how optical path length
tuning can extend this system’s measurement capabilities, and
use it to retrieve the initial absolute wavelengths of a multi-
plexed array of fibre Bragg gratings. The static and dynamic
strain measurement performance of a proof-of-concept labo-
ratory scheme is scrutinised, to demonstrate that relative and
absolute measurement capabilities are retained and extended.
A comparison with simulated systems allows us to suggest
future improvements to the scheme, which may help break the
long-standing trade-off between multiplexing capability and
wavelength measurement quality.
II. SYSTEM DESIGN AND THEORY
The interrogation scheme is shown in Figure 1. Bragg re-
flections from an FBG sensor array (λ1, ..., λN ) are spectrally
filtered and separated by an arrayed waveguide grating with
uniform pass bands. An optical path switch sequentially passes
the isolated Bragg peaks to an unbalanced Mach-Zehnder
interferometer (MZI). The phase difference at the output of





where the optical path difference (OPD), nD, comprises the
refractive index, n(λ), and physical length difference between
the arms, D. The interferometer’s interference fringes modu-
late each Bragg reflection, producing a unique output intensity
pattern over the interval φ = [0, 2pi]. For an MZI with three
outputs, the intensities, once integrated by photodetectors,











Here θm = 2pi(m− 1)/3, while Cm and Dm are parameters
which quantify the mean and alternating components of the
fringes for each channel. These simulatenous equations allow
changes in phase to be expressed independently of confound-
ing variables, such as fluctuations in optical source power and
attenuation [7]:
tan(φ) =
(µ2 − µ3)V¯1 + (µ3 − µ1)V¯2 + (µ1 − µ2)V¯3
(γ2 − γ3)V¯1 + (γ3 − γ1)V¯2 + (γ1 − γ2)V¯3 (3)
The normalisation parameters, µm = DmCm cos(θm) and γm =
Dm
Cm
sin(θm), depend on the fringe depth and mean output
intensity of the MZI, and the spectral shape of each FBG.
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Fig. 1. Multiplexed FBG interrogator, with optical and electrical connections shown in black and gray respectively. The FBG sensor array is illuminated
by a broadband source (BBS). Bragg reflections are sequentially passed to the Mach-Zehnder interferometer (MZI) by using an arrayed waveguide grating
(AWG) and optical path switch. The ADC board supplies the signals required for optical switching and thermal tuning of the MZI.
These parameters also capture the fact that the values of θm
may not be perfectly separated by 120 ◦ in a real system.
A. Phase calibration
In previous work, normalisation parameters, µm and γm,
were calculated by thermally or mechanically tuning a ref-
erence Bragg peak across the interferometer’s fringes. During
this calibration procedure, the amplitudes and dc offsets of the
voltage responses were used in conjunction with a technique
developed by Hereth and Schliep to evaluate µm and γm [8].
The calculated parameters for this FBG were then applied to
all others in the array.
In this paper, the method is reversed — instead, the fringes
are scanned over all Bragg peaks simultaneously by tuning
the interferometer’s path difference. This not only facilitates
the absolute wavelength calibration discussed later, but also
provides normalisation parameters which are unique to each
FBG. Thermally tuning the path imbalance by heating a length
section, L, of one arm of the interferometer results in a linear













where dndT and α are thermo-optic and thermal expansion
coefficients respectively.
As thermal tuning alters the fiber’s refractive index (and
hence absorption losses in the MZI), γm and µm are also
temperature dependent. As shown in Figure 2, this dependence
is characterised at discrete temperatures by detecting the peaks
and troughs in the voltage responses during thermal tuning.
The amplitudes and offsets of the three interferograms can then
be estimated continuously by interpolation, providing γm(T )
and µm(T ).
The temperature-dependent normalisation parameters are
finally applied, using equation (3), to the same voltage history
from which they were generated. This determines the phase
shift for each FBG during thermal tuning. Using the same
data for both calibration and phase interpretation improves
measurement accuracy and also reduces the number of steps
in the method.
B. Absolute wavelength
It is clear from equation (2) that channel voltages period-
ically repeat as the Bragg peak shifts over the free spectral
range of the interferometer. Multiples of 2pi phase shifts are
tracked and unwrapped for each FBG during system operation,
but the number of fringes initially separating two FBGs is
not generally known. As such, interferometric schemes like
this have been historically limited to tracking only the relative
wavelength shifts between sensor and reference FBGs.
However, in the latest developments reported here, the
absolute wavelength of each sensor can be measured when
the system is initialised [9]. This is possible because the
thermal tuning procedure, described above, produces large
and accurately monitored phase measurements for each FBG.
The wavelength of an unknown sensor at λ1 can therefore be
calculated from a known reference, situated at λr, using the












D dn(λr)dT + n(λr)Lα
D dn(λ1)dT + n(λ1)Lα
]
(5)










The relative refractive indices are calculated using the
Sellmeier equation for fused silica:
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n2(λ) ≈ 1 + 0.7λ
2
λ2 − 4680 +
0.4λ2
λ2 − 13500 +
0.9λ2
λ2 − 107 (7)
and so the slope, S, of φr against φ1 can be corrected to find
λ1 without any knowledge of temperature. To re-iterate, the
phase calibration and absolute wavelength procedures are both
performed from the same voltage history during one thermal
tuning operation, providing both the wavelength and phase
response of each FBG sensor in a single step.
III. SIMULATION
A simulation of the system in Figure 1 was used to
demonstrate the theoretical limit of precision of the absolute
wavelength calculation. Phase demodulation of both simulated
sensor (λ1 = 1540 nm) and reference (λr = 1560 nm) Bragg
peaks was performed using Todd’s passive algorithm [7]. A
phase noise floor of 250 µrad/
√
Hz was introduced, as this
corresponds with the noise floor of the laboratory scheme.
To simulate thermal tuning, the initial OPD of 4.6 mm was
detuned by 1 % at a rate of 1 µm/s and phases were sampled
at a rate of 500 Hz.
A histogram of the calculated sensor wavelength over
10,000 iterations is shown in Figure 3. The typical fractional
error in the slope of φ1 against φr was ∆S = 1.2 × 10−6.
This lead to a standard error in the wavelength of 1.8 pm,
equivalent to 0.14 ◦C or 1.5 µε.
IV. LABORATORY DEMONSTRATION
To better characterise the performance of the technique, a
proof-of-concept system, based on Figure 1, was constructed
with a limited number of FBGs. An athermal grating (temper-
ature sensitivity <0.5 pm/◦C) at λr = 1560 nm was used as
a stable reference. Its phase response was initially compared
to another athermal grating at λ1 = 1540 nm, as this allowed
the absolute wavelength calibration to be verified without the
extraneous influence of Bragg wavelength uncertainty.
Fig. 2. The photodetector voltage obtained for one MZI channel during
thermal tuning. Interpolation between peak-detected maximum and minimum
values allows the ac and dc components of the waveform to be estimated
continuously as a function of time. This allows normalisation parameters to
be constructed as functions of temperature.
Fig. 3. Histogram of the calculated absolute wavelength of an FBG at
1540 nm after 10,000 simulated iterations. The standard deviation, σ, of
the Gaussian fit is 1.8 pm. Bragg peak spectral widths were 0.1 nm. FBG
reflectivity and MZI fringe depth were both set to 80 %.
The interferometer (OPD 4.6 mm) was an all-fiber con-
struction, fabricated by splicing the pigtails of 1x2 and 3x3
couplers. To isolate the MZI from vibration and to hinder
heat transfer between the arms during thermal tuning, the
device was bonded to a glass slab by epoxy. Tuning was
achieved by resistive heating an L = 4 cm section of one
fiber arm. Heat conduction was facilitated by thermal grease.
The ADC unit sampled at 4 kHz, and each set of four data
points were averaged. After switching between the two FBGs,
this provided a measurement rate of 500 Hz per sensor.
A. Initial calibration
The procedures for calibration and absolute wavelength
determination are summarised in Figure 4. Normalisation
parameters and phase shifts for both FBGs were calculated
continuously over 20–30 seconds of thermal tuning. The
empirical relationship between the phase shift of the reference
FBG and the resistive heater’s temperature is shown in Figure
5. The slope of this fit describes equation (4), and substituting
dn
dT = 8.5 × 10−6 for silica glass suggests that thermal
expansion in the arm was around α = 9 × 10−6. This is
a sensible value, mid-way between the thermal expansion of
silica and epoxy, and so provides verification that phase shifts
were measured accurately.
B. Absolute wavelength resolution
The phase relationship between the reference and unknown
FBGs during thermal tuning is shown in Figure 6(a). The
uncorrected slope of the linear fit is S = 1.01316±10−5. As
shown in Figure 6(b), the refractive index correction factor
is found numerically to yield, in this case, λ1 = 1539.989
±0.003 nm.
The quoted 3 pm wavelength error is derived from phase
noise and is thus comparable to the precision found in the sim-
ulation. To experimentally verify this wavelength uncertainty,
JOURNAL OF LIGHTWAVE TECHNOLOGY, VOL. XX, NO. Y, JUNE 2013 4
Fig. 4. Flowchart of the steps in the calculation of absolute wavelength.
Channel voltages were translated into phase shifts for the reference and
unknown FBGs during thermal tuning. The relative phase shifts are then used
to calculate the wavelength of the unknown FBG.
tuning and calibration was repeated 30 times. The resulting
histogram, shown in Figure 7, reveals that the calculated
sensor wavelength was accurate to within 20 pm, with a
standard error of 15 pm (equivalent to 1.2 ◦C or 12.5 µε).
Precision and accuracy are lower than expected, due to the
influence of uncertainty in the calibration parameters. Initially,
these parameters were assumed to be perfectly known, but
realistically, uncertainty in µm and γm can have a profound
impact on the phase calculation.
Fig. 5. Resistive heater temperatures were measured using an FBG ther-
mometer. As the temperature of one arm of the MZI was increased, phase
was found to shift linearly, confirming equation (4). The R-squared value for
the fit is 0.9993.
Fig. 6. a) Experimental data of the phase relationship between the reference
and unknown FBGs during thermal tuning. The slope of the linear fit is S =
1.01316 ±(7×10−6). The R-squared value of the linear fit is approximately
1. b) The correction factor for the slope is found by solving equation (6)
numerically. A plot of λ against λ/n(λ) is used. When λ/n = 1560/[S ×
n(1560)] the corrected absolute wavelength is found to be λ1 = 1539.989
nm.
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Fig. 7. Histogram and Gaussian fit of the experimental absolute wavelength
calculation of an athermal FBG at 1540 nm after 30 iterations. The mean and
standard deviation of the data was 1539.98 and 15 pm. A t-test suggests 99 %
confidence that the true sample mean lies within ± 10 pm of the calculated
value.
C. Dynamic strain measurements
A key feature of the proposed scheme is its ability to
provide both absolute and dynamic measurements of FBG
wavelengths. To analyse the system’s dynamic measurement
performance, a sensor FBG at λ2 = 1550 nm was mounted
on a cantilever using epoxy. Because thermal tuning is time-
consuming, it is not suitable for real-time monitoring of
absolute wavelengths during dynamic loading of an FBG.
However, once the absolute wavelength is initially calculated
once, subsequent high-speed measurements of relative phase
shifts can be used to infer the new wavelength state.
To demonstrate this concept, the cantilever tip was de-
flected to induce an initial wavelength offset in the FBG.
The interrogation system was switched on and the thermal
tuning procedure was used to locate the sensor’s wavelength.
Once the MZI’s temperature had restabilised, the cantilever
was released. As shown in Figure 8, by combining absolute
and relative strain measurements, the system was able to
identify both the initial 2.5 mε offset and the subsequent
decaying oscillations about zero. A Fourier transform of these
oscillations also reveals a noise floor of around 10 nε/
√
Hz.
D. Static strain measurements
The system’s ability to monitor static strain was also eval-
uated. The cantilever was deflected and then held stationary
in five stages, placing the attached FBG under strains ranging
from 0.6 to 2.6 mε. The wavelength of the FBG could be
determined either by repeatedly calibrating to find the absolute
wavelength after each step in cantilever deflection, or the
shifts measured during deflection could be used to infer the
new wavelength from a single initial value. The wavelengths
obtained using both of these methods were compared to ‘actual
values’, verified using a commercial Fabry-perot filter based
interrogation unit.
Figure 9 shows that both absolute and relative modes were
able to accurately find the ‘true’ wavelength of the FBG as
it changed. The stability of relative wavelength measurements
is currently limited compared to previously reported systems
because this prototype MZI is not yet fully thermally isolated
or stabilised. Note that obtaining absolute values of strain
by repeated thermal tuning is an active, slow method of
demodulation, only used here to demonstrate the accuracy
of the absolute wavelength technique. In a real application,
absolute wavelength calibration would only be performed once
initially. Relative wavelength shifts from this initial value
would then be measured, as the interrogation rate and accuracy
of the relative mode is superior.
V. DISCUSSION
There are several contributions to error which may have
prevented the prototype system from achieving the simulated
measurement performance. For example, uncertainty or in-
accuracy in the reference wavelength has an impact both
on the phase and refractive index calculations. The athermal
reference FBGs were highly stable, but superior accuracy
may be achieved by stabilising with the absorption lines from
gas cells, provided these can be guided by the same optical
components [10], [11].
Matching the spectral width of the FBGs to the free spectral
range of the MZI is also crucial. In this work, the measurement
resolution of athermal FBGs was better not only because of
their temperature stability, but also because their spectral width
(0.1 nm) was lower than that of the cantilever-bound FBG
(0.3 nm). Spectrally narrow reflections allow for a more pro-
nounced modulation of channel voltages, improving the signal
to noise ratio. Using, for example, line emission references
with fiber laser sensors would improve system performance in
both absolute and relative modes.
In this prototype system, the lack of adequate thermal
damping between the MZI and the environment made static
measurements challenging. In previous systems, a dielectric
gel was used to thermally insulate the interferometer [6]
Fig. 8. Strain measurements from a cantilever-mounted FBG. Before
interrogation began, the cantilever was initially held to induce a strain of
approximately 2.5 mε in the FBG. The system was able to interrogate the
initial absolute strain and then monitor the subsequent relative changes when
the cantilever was released. Shown inset, the Fourier transform of the data
between 5 and 10 s, reveals that the cantilever oscillates at its natural frequency
of 10.2 Hz. The noise floor was 10 nε/
√
Hz.
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and in practical implementations, standard telecommunication
component packaging including active temperature control
can provide thermal stability. For dynamic measurements,
thermal drift is less of a concern as unwanted low-frequency
components can be filtered out.
The success of the relatively simple prototype, demonstrated
here, encourages further study. In the next evolution of the sys-
tem, we propose that the MZI is miniaturised by incorporating
it onto a silicon photonics platform [12]. This should improve
stabilisation and reduce the time taken to thermally tune the
path difference to within tens of milliseconds [13].
Such a platform introduces new challenges, however. In the
current system, the high thermal expansion of the epoxy and
the low thermo-optic coefficient of silica glass allow refractive
index correction factors to be calculated with the simplified
equation (6). Arguably, this simplification may have been
partly responsible for some loss of accuracy. Improvements
could be made by using the more complicated correction
factor in equation (5), but this requires detailed knowledge
of parameters such as the heated length of waveguide and
the wavelength-dependence of the thermo-optic coefficient.
These parameters are not only difficult to measure, but may
also themselves harbour some temperature dependence. It
may therefore be desirable to design the MZI such that
simplifications can be made.
When dealing with miniaturised silicon photonics, the high
thermo-optic coefficient leads to a situation which is the
reverse of the present one, where D dndT  nLα. It may
eventually be found that simplifications cannot be made at
all, but the parameters can at least be more accurately known
and controlled through careful design.
The ratio of the thermal tuning and sampling speed of
the system defines parameters such as uncertainty in the
slope, ∆S. The higher thermal tuning rate of a miniaturised
platform thus requires similar improvements to the sampling
frequency. In the prototype system, the relatively low 500 Hz
sampling rate only produced slope errors corresponding to a
3 pm wavelength uncertainty. A much larger error arose from
imperfect knowledge of the calibration parameters, but this
was also the result of phase noise. Thermal tuning speeds may
therefore have to be deliberately limited to allow for accurate
and precise deduction of µm(T ) and γm(T ). Faster tuning may
allow several absolute wavelength calibrations to be rapidly
made in series, however, especially if calibration could be
performed also during cooling. This would produce a result
with higher confidence, from a statistical viewpoint. However,
because absolute wavelength calibration requires only a single
tuning event, there may also be some benefit to modelling µm
and γm to gain a better understanding of how these parameters
evolve with temperature, .
VI. CONCLUSION
A fiber Bragg grating interrogation scheme based on a
triple-output interferometer has been extended to provide
measurements of absolute sensor wavelengths, in addition to
its previous ability to measure relative wavelength shifts. By
thermally tuning the interferometer once, the phase responses
Fig. 9. The ‘actual’ wavelength of a cantilever-mounted FBG, measured using
a commercial interrogator (resolution 5 pm), compared to the wavelengths
measured by the system. Absolute wavelengths were monitored by repeatedly
using the thermal tuning technique while the cantilever was stationary.
Relative wavelengths were inferred by summing the phase shifts while the
cantilever was undergoing deflection and then adding these to the initial value.
The gradients of both lines should ideally equal unity, and this is the case
to at least 3 significant figures, showing that both modes are able to record
wavelength accurately.
of each sensor in the array were simultaneously characterised
and compared. Because phase shifts are wavelength dependent,
the phase shifts of unknown sensors were compared to those
of a known reference to provide an absolute measure of the
wavelength of each sensor.
A prototype system revealed that the absolute wavelengths
calculated were both accurate and precise to within 20 pm
(equivalent to 1.6 ◦C or 17 µε). Both accuracy and precision
were limited by errors in the characterisation of the interfer-
ometer’s output response and its dependence on temperature
during thermal tuning. The system was able to accurately
resolve static and dynamic Bragg grating strains in both
absolute and relative wavelength measurement modes.
The ability of the interrogator to determine absolute wave-
length, while retaining the speed and resolution offered by
interferometry, will contribute to making instrumentation by
FBG sensors a far more attractive prospect to many industries.
Additionally, the passive, solid-state nature of the interrogator
lends itself to potential fabrication in planar optics formats,
such as silicon photonics, which could in future lead to phys-
ically small, cost-effective and mass producible interrogation
systems.
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